
INTERNAL AND EXTERNAL USE 

3.2 

1.2 

3.7 

1.7 

Description 

Castors 
4 4 

Adjustable Leg Unit 
4 4 

 850 x 2 Rung Ladder Frame 
1 

 850 x 2 Rung Span Frame 
1 

850 x 3 Rung Ladder Frame 1 

850 x 3 Rung Span Frame 1 

 850 x 4 Rung Ladder Frame 
1 

850 x 4 Rung Span Frame 
1 

1.8m or 2.5m Fixed Platform 

1.8m or 2.5m Trap Door Platform 
1 1 3 4 4 4 

1.8m or 2.5m Horizontal Brace 
6 6 

2.1m or 2.7m Diagonal Brace 
2 3 13 

 Folding Toe Board Set 
1 1 

 Instruction Manual 
1 1 

S1 Stabiliser 
4 4 4 4 4 4 4 4 4 4 4 4 4 

S2 Stabiliser 

Approx. Tower Shelf weight (Kgs) 
1.8m 74.2 81.2 101.4 121.5 136.8 143.8 149.8 158.1 185.2 192.2 198.2 206.5 233.6 240.6 246.6 

Approx. Tower Shelf weight (Kgs) 
2.5m 81.9 89.1 109.3 133.8 149.5 156.7 162.9 171.4 203.1 210.3 216.5 225 256.7 263.9 270.1 

INTERNAL USE ONLY 

4 5 5 5 5 6 6 6 

18 

262.1 289.2 296.2 302.2 310.5 337.6 344.6 350.6 

285.8 317.5 324.7 330.9 339.4 371.1 378.3 384.5 

850 Single Width 

Configurations to BSEN 1004:-1:2020 

Available in two lengths: 1.8m & 2.5m 

Allen Willcox L&A
Cross-Out



INTERNAL AND EXTERNAL USE 

3.2 

1.2 

3.7 

1.7 

Description 

Castors 
4 4 

Adjustable Leg Unit 
4 4 

 1450 x 2 Rung Ladder Frame 
1 

 1450 x 2 Rung Span Frame 
1 

1450 x 3 Rung Ladder Frame 1 

1450 x 3 Rung Span Frame 1 

 1450 x 4 Rung Ladder Frame 
1 

1450 x 4 Rung Span Frame 
1 

1.8m or 2.5m Fixed Platform 
1 1 

1.8m or 2.5m Trap Door Platform 
1 1 3 4 4 4 

1.8m or 2.5m Horizontal Brace 
6 6 

2.1m or 2.7m Diagonal Brace 
2 3 13 

 Folding Toe Board Set 
1 1 

 Instruction Manual 
1 1 

S1 Stabiliser 
4 4 4 4 4 4 4 4 4 4 4 4 4 

S2 Stabiliser 

Approx. Tower Shelf weight (Kgs) 
1.8m 85 92.7 113 119.4 146.6 154.3 160.4 116.8 194 201.7 207.8 214.2 241.4 249.1 255.2 

Approx. Tower Shelf weight (Kgs) 
2.5m 97.4 105.3 125.6 132.2 164 171.9 178.2 184.8 216.6 224.5 230.8 237.4 269.2 277.1 283.4 

INTERNAL USE ONLY 

1 

4 5 5 5 5 6 6 6 

18 

268.8 296 303.7 309.8 316.2 343.4 351.1 357.2 

297.2 329 336.9 343.2 349.8 381.6 389.5 395.8 

1450 Double Width 

Configurations to BSEN 1004:-1:2020 

Available in two lengths: 1.8m & 2.5m 




